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Pinnacle Peak-Rogers 230-kV Transmission Line 
Inset Structure 5/1A 
Continuation Sheet 

 

Proposed Action Description (continued):  
The scope of work includes the following: 

• Install one direct-embedded, double-circuit steel pole structure between 5/1 and 5/2. 
Structure installation will involve excavating an approximately 30-foot diameter hole, 
placing the structure, and backfilling the excavation with concrete. 

• Remove Stockbridge-type conductor vibration dampers, Stockbridge-type overhead 
groundwire vibration dampers, six conductor armor rods, and two overhead groundwire 
armor rods at each of fifteen structures: 3/3, 3/4, 4/1, 4/2, 4/3, 4/4, 5/1, 5/2, 5/3, 5/4, 6/1, 
6/2, 6/3, 6/4, and 6/4A. 

• Cut all six conductors, removing 12 linear feet from each conductor, and splicing the 
conductors back together, between structures 3/3 and 6/4A.  

• Install 3.25 miles of conductor and overhead groundwire for 230-kV double-circuit 
transmission line. 

• Ground metal gates or other items within the project area which may present an 
electrocution hazard. 

All structures will be accessed via existing public or utility roads. Blading, clearing, and 
grubbing may occur within the project area to allow for safe access by crews and equipment to 
the transmission structures and appurtenant equipment. Equipment used on site may include 
bucket trucks, line trucks, crew trucks (F-550s or similar), pulling and tensioning vehicles, 
bulldozers, and augers. 

Project construction will begin no sooner than October 1, 2016, and will be completed by 
November 30, 2016. 

Special Conditions: 
1. If construction soil disturbance totals one acre or more, the Contractor shall obtain a 

Storm Water Construction general permit and be responsible for preparation and 
implementation of the associated Storm Water Pollution Prevention Plan (SWPPP). The 
Contractor shall submit a Notice of Intent (NOI) and appropriate fees to the Arizona 
Department of Environmental Quality (ADEQ). The Contractor shall provide copies of 
the SWPPP, NOI, and Notice of Termination to the COR. 

a. The Contractor shall submit the SWPPP to the COR for review at least 15 days 
prior to the start of on-site activities. 

b. The Contractor shall post the SWPPP on-site during construction activities per 
ADEQ requirements. 
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2. Project activities shall be scheduled outside the breeding bird season (generally February 
15 to August 31), as feasible. Alternatively, if blading, clearing, grubbing, or other 
ground-disturbing activities will occur during the breeding bird season, a qualified 
biologist will conduct pre-construction surveys for nesting birds. The Contractor shall 
provide notice to the COR at least 15 days in advance of ground- or vegetation-disturbing 
activities within the ROW. 

3. The Contractor shall provide 75 days’ notice in advance of any staging, blading, clearing, 
and grubbing activities proposed outside of the existing ROW in order to provide 
adequate time for additional environmental review. 
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